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Koo Nele ] 1] CHI- VAN KCD-FH17-SS3V

LCD Console Drawer featuring a 17.3” TFT LCD display and a U.S. Keyboard
with Touch Pad, sliding neatly into 1U of rack space.

Matrix Access IPMX-A4HF-x100CP (Matrix Extenders)

IP Matrix Extender enables remote access to local console of multiple
Console Drawers, KVM Switches, or Servers seamlessly over standard IP
network.

Managed Switch CMPS-16P21GC

16-Port 1Gbps PoE Managed Switch with 2 Gigabit SFP/RJ45 combo ports,
designed for KVM-over-IP network environments.
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LCD Console Drawer
KCD-FH17-SS3V

Product Intro:

17.3” FHD
TFT LCD Display

U.S. Keyboard
— 104 Keys

OSD Buttons,
Power Button and
Lamp Indicator

Touch Pad

USB Port for External
Peripheral Devices
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‘ Latch Lock

Internal PSU &
Power Switch

1U rack mounting
on slide-out rails

Local Connection:
* USB Type A for KB/MS
* VGA, DisplayPort or HDMI

Server or KVM Switch Connection:

* USB Type B
* VGA, DisplayPort or HDMI
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LCD Console Drawer
KCD-FH17-SS3V

Product Key Features:

» 17.3” TFT LCD panel with power-saving LED backlight

» Supports HD video resolution up to 1920x1080@60Hz (1080p)

» Video input/output options: VGA, DisplayPort, and HDMI (one selectable input)
» Local console supports KVM extension for remote operation

» Front USB hub supports USB HID (keyboard/mouse) and USB storage devices

» Automatic video-off function when the screen is folded below a 30° angle
» OSD buttons on the front panel for LCD control: Power, Menu, Select, Down, Up and Auto functions

» No built-in KVM switch — supports direct connection to a single server, or integration with a KVM switch or matrix
extender for managing multiple servers

» Compatible with KVM switches and extenders, including RKS-FHDI Series, IPKX-A430 Series, KEX-HBT3 Series, and
IPMX-A4HF Matrix Extender, for server management, extended console functionality, and KVM switching access.
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IP Matrix
KVM Extenders

AST PC / AV-OVER-IP EXTENDERS




IP Matrix KVM Extender
IPMX-A4HF-x100CP

Product Structure Diagrams:
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IP Matrix KVM Extender
IPMX-A4HF-x100CP

Product Key Features:

» HDMI 2.0 and USB 2.0/1.1 over IP extension

» Supports HDMI resolutions up to 4K 60Hz 4:4:4

» HDMI loop-through on Transmitter

» Supports HDR and Dolby Vision

» HDCP 1.4 and 2.2 compliant

» Supports built-in EDID, EDID Copy, Pass-through and Auto-EDID configuration
» Bi-directional RS-232 extension

» IR extension

» Seamless KM switching on Transmitter and Receiver

» Supports KM over IP roaming - Seamless keyboard and mouse control across multiple systems by simply moving the
mouse cursor across screen borders
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IP Matrix KVM Extender
IPMX-A4HF-x100CP

Product Key Features:

» Ultra-low latency (under 0.5 frames)

» Versatile configurations such as Point-to-Point extension, Point-to-Multipoint distribution, Multipoint-to-Multipoint
matrix, and Video Wall system

» Built-in Video Wall Processing (up to 8x8)
» Built-in Scaler on Receiver (decoder)
» Digital LED Indicators with Up and Down Push Buttons for easy source channel selection

» Supports multiple control methods via built-in web interface, front panel buttons, telnet and third-party control
development via APl commands

» Operates efficiently in a standard networking environment using Gigabit Ethernet switches and CAT5e/6/6a cables
» Supports up to 100m with CAT6/6a cable extension without Ethernet switch
» Supports external power adapter or Power over Ethernet (PoE 802.3af) for flexible installation options

» Supports Multimode and Single-Mode SFP Network Transceivers for greater distance
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IP Matrix KVM Extender
IPMX-A4HF-x100CP

AST PC / AV-over-IP Solution Diagram
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L2+
Managed
PoE Switch

CMPS-16P21GC

16-Port 1000M TP/SFP Combo Ports

RJ45/ SFP
Combox2




Managed PoE Switch

CMPS-16P21GC

Product Intro:

LED Display 1G PoE Port 1G PoE Port

Console Port

16-Port 10/100/1000M + 2 140/1000M TPISFP Combo Ports
L2+ Full Managed PoE+ Swjtch
1 fAd

T 0 Tt

ON  100-240VAC

B
) (o) I P Hich
RJ45/SFP Coml!)o Port
LED Color / Status Description No. of LEDs Front Panel:
Includes 16 10/100/1000Base-TX RJ45 ports, 2 Gigabit SFP/RJ45
Power On Power On 1 ..
combo ports, and LED indicators.
Link/ACT On Link Up 1-18
in .
Blinking Data Activity 1-18 Rear Panel: )
Features a power switch and an IEC 60320 power socket.
On PD Connected 1-16
PoE Blinking without o Budset Denleted _y Note: The cooling fan is located on the side panel.
Link/ACT LED On getbep
on Unkedto Powered | 1, o Model | PowerSupply | PoE Budget
SFP Device
o o CMPS-16P21GC 1x310W 270W
Blinking Data Activity 17 -18
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Managed PoE Switch
CMPS-16P21GC

CMPS-16P21GC - L2+ Managed PoE Switch Key Features:

» Equipped with 16 10/100/1000M PoE ports and 2 Gigabit SFP/RJ45 combo uplink ports for flexible connectivity and long-
distance transmission.

» Supports |IEEE 802.3at/af PoE with up to 30W per port and a total PoE budget of 270W for powering devices such as IP cameras,
access points, and AV-over-IP gear.

» Offers full Layer 2+ management capabilities including MSTP, LACP, LLDP, sFlow, VLANs, QoS, and advanced multicast filtering.
» Built-in IGMP Snooping optimizes multicast traffic, ideal for AV-over-IP and KVM-over-IP deployments.

» Includes DHCP Server, Relay, and Snooping functions for efficient IP management in dynamic network environments.

» PD Alive Check automatically reboots unresponsive PoE devices by cycling power, enhancing network reliability.

» PoE Scheduling allows administrators to define power-on/off times for ports to conserve energy.

» Comprehensive security suite includes 802.1X authentication, ACL, RADIUS/TACACS+ support, HTTPS, SSH, and port MAC
binding.

» Supports both out-of-band (CLI) and in-band (Web GUI, SNMP) management interfaces for flexible administration.

» Features an intelligent fan with auto speed adjustment to optimize cooling and minimize noise based on system temperature.
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Integration
Example
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LCD Console Drawer
KCD-FH17-SS3V

Integration Example: Using the LCD Console Drawer with IP Matrix Extenders for Server Access
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Integration Example
Supports Local and Remote Console
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How DSGio Can Help?

Consultation, Assessment, Recommendation
Design, Planning, Staging

= Help with choosing the right components
= Help with choosing the right channel partners for your project
= Experienced staff in Network AV and KVM

* Individually optimized technology mix from extensive portfolio

= Requirements analysis, solution proposing and pre-sales project planning by
experienced engineer

= Optional equipment staging services

Server Management 20250522
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Contact Us

N DANIEL NG
“ Sales Director, DSGio Global

daniel.ng@dsgio.com

For more information, visit www.dsgio.com
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