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FCC Warning 

This device has been tested and found to 

comply with the limits for a Class A digital 

device, pursuant to Part 15 of the FCC 

Rules. These limits are designed to provide 

reasonable protection against harmful 

interference when the equipment is 

operated in a commercial environment. 

This equipment generates and uses radio 

frequency energy, and if not installed and 

used in accordance with the user manual, 

it may cause harmful interference. In such 

cases, the user will be required to correct 

the interference at their own expense. 

 

 

CE Warning 

This is a Class A product. In a domestic 

environment, this product may cause radio 

interference, in which case the user may be 

required to take adequate measures. 

 

 

Introduction 

This Media Converter Chassis provides 16 

slots and is designed for easy installation 

and high performance. 

 

It supports one redundant power supply 

with cooling fans. All Media Converters are 

hot-swappable for quick and easy 

replacement. 

 

 

Package Contents 

Before you begin installing the Media 

Converter Chassis, please verify that your 

package includes the following items: 

• One Media Converter Chassis 

• Two Power Cord 

• Two Power Supply 

• One Quick Installation Guide 

• Rack-mount Ears (2 pcs) 

• Rack-mount Screws (8 pcs) 

 

 
 

Note: If any of the above items are missing 

or damaged, please contact your local 

supplier for a replacement. 

 

Key Features 

• Up to 16 Media Converter slots 

• Standard 19” rack-mount design, 3U 

height 

• Hot-swappable Media Converters and 

power supplies 

• Dual redundant power supplies with 

two cooling fans 

• Power isolation design ensures each 

bay is electrically isolated 

• Smart Plug and Play 

Installation 

We strongly recommend installing the 

chassis first, as this will make it more 

convenient to insert Media Converters into 

the chassis later. 

 

Mounting the Media Converter Chassis 

to a 19” Standard Rack 

Step 1: Attach the rack-mount ears to 

both sides of  the chassis using four screws 

per side. Make sure they are securely 

fastened. 

Step 2: Carefully position the chassis into 

the rack. Align the rack-mount ears with the 

mounting holes on the rack, then use rack 

screws to secure the chassis in place. 

 

Installing a Media Converter 

Step 1: To install a Media Converter into 

the chassis, first remove the bay cover 

from the desired slot by unscrewing it. 

 

 

Step 2: Loosen the hand screw by turning 

it counterclockwise by hand. 

 



Step 3: Carefully place the media 

converter into the bay cover. 

 
 

Step 4: Gently press the converter and 

push it toward the left to ensure it is 

properly seated in the bay cover. 

 

 

 

Step 5: Slide the bay cover with the 

converter into the chassis slot until it is fully 

inserted. 

 
 

Step 6: Tighten the hand screw clockwise 

by hand to securely fasten the converter to 

the chassis. 

 

 

Connecting to Power (Power Supply) 

This Media Converter Chassis is equipped 

with redundant power supply by default. 

Additional spare power supply can be 

purchased as an option. To install a power 

supply module, slide it into the designated 

power bay on the chassis, then tighten the 

hand screw clockwise to secure it, as 

illustrated in the figure below. 

 

Technical Specifications 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Limited Warranty 

IN NO EVENT SHALL THE DIRECT VENDOR'S 

LIABILITY FOR DIRECT OR INDIRECT, SPECIAL, 

INCIDENTAL OR CONSEQUENTIAL DAMAGES, 

LOSS OF PROFITS, LOSS OF BUSINESS, OR 

FINANCIAL LOSS CAUSED BY THE USE OF 

THE PRODUCT EXCEED THE PRICE PAID FOR 

THE PRODUCT. 

The direct vendor makes no warranty or 

representation, expressed or implied, with respect 

to the contents or use of this documentation, and 

expressly disclaims its quality, performance, 

merchantability, or fitness for any particular 

purpose. 

The direct vendor also reserves the right to revise 

or update the product or documentation without 

obligation to notify any user of such revisions or 

updates. For further information, please contact 

your direct vendor. 

All brand names and registered trademarks are the 

property of their respective owners. 

Media Converter Chassis 

Capacity 
16 bays for up to Media 
Converters 

Power 

Two Hot-swappable 
Power Supply 
Input: 100~240V/AC, 
50~60Hz 

Cooling Two internal cooling fans 

Dimensions 
440 × 300 × 130 mm 
(L x W x H) 

Weight 8.4 Kg (Empty Chassis) 

Operating 
Temperature 

0 to 40 °C 

Storage 
Temperature 

-20 to 90 °C 

Humidity 
10 to 90% RH (non-
condensing) 

Certifications FCC Class B, CE 

Media Converter Chassis Power Supply 

Dimensions 
150 × 180 × 90 mm 
(L x W x H) 

Operating 
Temperature 

0 to 50 °C 

Storage 
Temperature 

-20 to 70 °C 

Humidity 
10 to 90% RH (non-
condensing) 

Certifications FCC Class B, CE 


