
CMS Commercial Series – L2+ Non-PoE Managed Switch

MODELS

“ Power, Performance and Price in Perfect Balance ”

CMS-24410GF, CMS-24410GF-R-RP, 
CMS-428XGF
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❑ Enterprise-Class, Cost-Effective Design – Offers premium 
features and reliability at a significantly lower cost than major 
brands.

❑ High Switching Throughput – Non-blocking architecture up 
to 248 Gbps with 184 Mpps forwarding rate for demanding 
network loads.

❑ Flexible Deployment Options – Models with 24 / 48 Gigabit 
ports and 4–12 × 10G SFP+ uplinks for access, aggregation, 
or distribution layers.

❑ User-Friendly Management – Web GUI, SSH, CLI, SNMP, 
Syslog, LLDP, Dual Firmware, RMON, etc.

❑ Comprehensive L2 Features – VLAN, LACP, STP/RSTP/MSTP, 
IGMP/MLD Snooping, and Static Routing for efficient traffic 
control.

❑ Optimised for AV/KVM-over-IP – Hardware-level multicast 
handling ensures smooth video and data transmission.

❑ Advanced QoS & Security – 8 queues per port, ACLs, 802.1X, 
IP Source Guard, DHCP Snooping, RADIUS/TACACS+, and 
encrypted management access.

❑ Reliable Industrial Design – Robust metal housing, 
redundant PSU options, 0 – 50°C operation, CE/FCC/UKCA 
certified.

1G RJ45/SFP 24-Port Models 1G RJ45 48-Port Models 10G Aggregation Models

CMS-48410GF, CMS-48410GF-RP CMS-41210GF, CMS-41210GF-R-RP



CMS Series – L2+ Non-PoE Managed Switch Comparison Table

MODEL

FEATURES CMS-24410GF CMS-24410GF-R-RP CMS-428XGF CMS-48410GF CMS-48410GF-RP CMS-41210GF CMS-41210GF-R-RP

Port Config.
( Bold – Main 
Capacity )

24× 1G RJ45 + 4× 10G 
SFP+

24× 1G RJ45 + 4× 10G 
SFP+

(rear-facing)

24× 1G SFP + 4× 1G 
RJ45 + 4× 10G SFP+

48× 1G RJ45 + 4× 10G 
SFP+

48× 1G RJ45 + 4× 10G 
SFP+

12× 10G SFP+ + 4× 
1G RJ45

12× 10G SFP+ + 4× 
1G RJ45

(rear-facing)

Switching 
Capacity 128 Gbps 128 Gbps 136 Gbps 176 Gbps 176 Gbps 248 Gbps 248 Gbps

Forwarding 
Rate 95.232 Mpps 95.232 Mpps 101.184 Mpps 130.944 Mpps 130.944 Mpps 184.512 Mpps 184.512 Mpps

Memory 
(DDR3) 4 Gb 4 Gb 4 Gb 16 Gb 16 Gb 4 Gb 4 Gb

MAC Size 32K 32K 32K 32K 32K 32K 32K

Jumbo Frame 10K 10K 10K 10K 10K 10K 10K

Power Supply Internal PSU Hot-swappable PSU Internal PSU Internal PSU Hot-swappable PSU Internal PSU Hot-swappable PSU

Cooling Fanless Fanless Fan-cooled Fan-cooled Fan-cooled Fan-cooled Fan-cooled

Form Factor Front I/O Rear I/O Front I/O Front I/O Front I/O Front I/O Rear I/O

Dimensions 
(W x H x D) 440 x 44 x 220 mm 440 x 44 x 250 mm 440 x 44 x 220 mm 440 x 44 x 331 mm 440 x 44 x 408 mm 440 x 44 x 210 mm 440 x 44 x 250 mm

Max. Power 30W 30W 50W 45W 45W 26W 26W

Key Feature  
Difference

Std. Front-Facing 

1GbE 24-Port Model

24-Port Model,

Rear-Facing Ports, 

Redundant PSU

Fiber-Dominant 

Configuration

Highest Port 

Density, Std. Front-

Facing 1GbE 48-Port 

Model

48-Port Model, 

Redundant PSU

Compact 10G 

Aggregation Model

10G Agg. Model, 

Rear-Facing Ports, 

Redundant PSU
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