
 

 
 

IPXF-D430-SH150 / 
IPXF-H430-SH150 

Computer Unit 
(Transmitter) 

Console Unit 
(Receiver) 

Max Resolution 3840x2160@30Hz ( 4:4:4 ) 

Video Interface IPXF-D430: DisplayPort x 1 
IPXF-H430: HDMI x 1 

IPXF-D430: DisplayPort x 1 
IPXF-H430: HDMI x 1 

USB 2.0 Extension USB 2.0 Type-B x 1 USB 2.0 Type-A x 1 (Front) 
USB 2.0 Type-A x 3 (Rear) 

Speaker Extension 3.5mm SPK Jack x 1 (In) 
Supports Audio Embed 

3.5mm SPK Jack x 1 (Out) 
Supports Audio Extract 

Microphone Extension 3.5mm MIC Jack x 1 (Out) 3.5mm MIC Jack x 1 (In) 

Serial Extension 
( 9600 – 115200bps ) 

DB9 x 1 
( RS-232 DCE ) 

DB9 x 1 
( RS-232 DTE ) 

IR Extension 3.5mm x 1 (Out) 3.5mm x 1 (In) 

Push Buttons Reset x 1 Reset x 1 
Function x 2 

LED Indicators Status x 1 Status x 1 

HDCP Compliance HDCP 1.4 

Link Port RJ-45 x 1 

Extension Range Max. 150m (Point-to-Point) 
For distance above 100m, 

power supplies for both units are recommended 

Power Supply DC 12V ~ 48V 
Support PoC 

DC 12V ~ 48V 
Support PoC 

Operating Environment Temperature 0 ~ 40°C, Humidity < 80% 

Storage Temperature -20 ~ 60°C 

Material Aluminium 

H x W x D (mm) IPXF-D430: 27 x 121 x 140 
IPXF-H430: 27 x 121 x 140 

IPXF-D430: 27 x 130 x 140 
IPXF-H430: 27 x 121 x 140 

Weight (g) IPXF-D430: 350 
IPXF-H430: 350 

IPXF-D430: 400 
IPXF-H430: 350 

 

* If connecting the extender kit through a network switch, you must configure a 

dedicated standalone VLAN to isolate it from all other devices. Do not use a PoE 
switch. 
 
 
 
 
 
 
 
 
 
 

√  Prior to Installation, power off all devices that will be connected to the system. 

√  Ensure that all connected devices are properly grounded. 

√ Keep cables away from fluorescent lights, air conditioners, and other 
machines that may generate electrical noise. 

 
 

Before Installation 

• Determine the installation locations of the console unit (RX) and the computer 
unit (TX). 

• Prepare the necessary items, including CATx cables, brackets, and the IR 
extension kit if required. An additional power supply adapter is necessary for 
distance above 100m. 

• Use CAT6/6a/7 cable for the connection between the RX unit and the TX unit. 

o Ensure the cable is long enough for the installation and try to complete the 
run in a single pull. 

o Using 23/24 AWG solid bare copper, STP cable is required for long distance. 

• The extenders are HDCP-compliant; therefore, use an HDCP-compliant display 
when connecting to an HDCP-protected video source. 

• Never attempt to disassemble or reassemble the enclosure. Doing so may 
cause personal injury and/or property damage. 

 
 

Installation 

1. Connect the computer unit (TX) to the computer using video and USB Type-A 
to Type-B cables. 

2. Connect the console unit (RX) to the keyboard, mouse, and monitor using 
video and USB cables. 

3. If the analogue audio extension function is being used, connect the computer 
unit to the computer using 3.5mm audio jack cables, and connect the console 
unit to an active speaker and microphone. 

4. If the IR extension function is being used, connect the IR blaster to the 
computer unit and the IR receiver to the console unit. 

Note: The IR Extension Kit is not included in standard package. It needs to be 
ordered separately. 

5. Connect the computer unit and console unit using a CAT6/6a/7 cable. 

6. Power on the units and all connected devices. 

 

 

 
TX RX Function Descriptions 
Br Br Reset Button Reset the Unit by clicking the Button 

Lx Lx Link OK / Power LED 
Green : Computer Unit (Tx) Power On 
Red  : Console Unit (Rx) Power On 
Blue  : Link OK 

Xc Xc CATx Link Port Connect CATx Cable to this Port 

Vi Vo Video Extension (Interface 
depends on Model) 

[ Vi ] : Connect to HDMI/DP Video Source 
[ Vo ] : Connect to HDMI/DP Display 
(Interface depends on Model) 

Up U2 USB 2.0 Extension [ Up ] : Connect to PC’s USB 2.0 or HID  Port 
[ U2 ] : Connect to USB KB/MS (Device) 

Ro Ri IR Extension 
[ Ro ] : Connect to an IR Blaster 
[ Ri ] : Connect to an IR Sensor 

Mo Mi Microphone Extension** 
[ Mo ]: Connect to Computer’s MIC Port 
[ Mi ] : Connect to Microphone* 

Ai Ao Speaker Extension** [ Ai ] : Connect to Computer’s Speaker Port 
[ Ao ] : Connect to Speaker 

Sx Sx Serial Extension [ Sx ] : Connect to Serial Host or Device 

 S1 & S2 Baud Rate Buttons 
[ S1 ] : Press to Select Baud Rate 
[ S2 ] : Press to Call and Select OSD 

Ps Ps Power Apply proper power (DC 12V) at either unit 

* Active Microphone Only 
** Refer to Smart Audio Extension Section  

 
 
 
 
 
 
 
 
The LEDs on the extender units display the real-time status of the link and 
communication between the console unit and the computer unit. Users can 
determine the current status through the LED indicators. 
 
The quality of the output signal depends largely on the video source, cable, and 
display device used. Low-quality cables can degrade the output signal and cause 
increased noise levels. To ensure optimal performance, use high-quality cables and 
verify that the display device supports the selected resolution and refresh rate. 
 
NOTE: 
The system will disable video output if it detects a non-HDCP-compliant display 
when playing HDCP-protected content. 
 
 

Smart Audio Extension 

The KVM extender features a smart audio extension channel that can intelligently 
switch between HDMI/DP audio and speaker/microphone (SPK/MIC) extension. 
When SPK/MIC is connected, it takes priority over HDMI/DP audio, and HDMI/DP 
audio will be automatically disabled. 
 
There are 2 situations: 
 
1. < TX Audio In > 

When a speaker (SPK) input or microphone (MIC) output is connected to the 
Computer Unit (TX), the audio input channel will switch from HDMI/DP audio to 
SPK input. 
→ The Tx MIC output is also activated. 
 
2. < RX Audio Out > 

When a speaker (SPK) output or microphone (MIC) input is connected to the 
Console Unit (RX), the audio output channel will switch from HDMI/DP audio to 
SPK output. 
→ The Rx MIC input is also activated. 
 
 

 

Features 

▪ Allows reliable remote access to a single-monitor PC via a CAT6/6a/7 cable 
up to 150m (492ft) 

▪ Supports HDMI/DP video with most popular video resolutions up to 4K @ 
30Hz (4:4:4) 

▪ Supports special Aero/Marine resolution of 2048x2048@60Hz (4:4:4) 

▪ HDCP 1.4 compliance ensures uninterrupted video playback 

▪ USB 2.0 extension transparently supports most popular USB devices 

▪ Front and rear USB ports allow easy access 

▪ Smart audio extension allows embedded audio and audio extraction 

▪ IR extension from console unit (RX) to computer unit (TX) facilitates IR 
control of AV sources 

▪ Serial extension with selectable baud rate allows extensive control 
applications 

▪ Connection may pass through VLAN-enabled hub 

▪ Plug-and-play, no driver or software required 

▪ Compatible with Windows, macOS, Linux, and Chrome OS 

▪ Allows wide power input range: DC 12 ~ 48V 

▪ PoC (Power over Cable) allows power transmission from either Tx-to-Rx or 
Rx-to-Tx 

 
 

Package Contents 

• 1 x Transmitter Unit 

• 1 x Receiver Unit 

• 1 x Power Adapter 

• 1 x User Manual 

• 2 x Foot Pad Sets 

• (Optional) 1 x IR Extension Kit (Blaster + Sensor) 

• (Optional) 1 x Power Adapter (recommended for distance above 100m) 

 
 

System Requirements 

• HDCP Compliant Monitors if transmitting HDCP-Protected Source 

• 3.5mm Active Speakers and Microphone 

• USB Keyboard and Mouse 

• Video Cables and 3.5mm Audio Cables 

• USB Type A – Type B, DB9 Serial and CAT6/6a Cables 

 
 
 
 
 
 
 
 
 
 

User Manual 
 
 

4K30 Single Head DP or HDMI KVM Extender 

Audio, USB 2.0, IR, RS-232 Extension, 150m 
 
 
 
 

 
 

IPXF-D430-SH150 and IPXF-H430-SH150 

User Manual 
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◘ The final specification is based on the actual product. 

◘ Features and functions may be added or changed after 

the manual was written. Please visit our website to 

download the latest version of manual for reference. 
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Connection Pattern 

Specifications 

Installation Operation 

Product Descriptions 



Bidirectional Audio Extension 
 

 
 
 

Audio Extraction 
 

 

 
 
 
 
The serial extension requires the user to configure the correct baud rate for proper 
functionality. 

Follow the steps below to configure the correct baud rate: 

1. Find out the correct baud rate of your serial device. (Refer to its manual.) 

2. Press S2 to open the OSD menu. 

3. Press S2 repeatedly to navigate to the 'Baud Rate’ field. 

4. Press S1 repeatedly to select the correct baud rate for the device 

5. After the correct baud rate is shown, wait until the OSD Fades Out. 

 

 

 

Console Unit 
(RX) 

 

 
 
 
 
Users may power the entire system by supplying power to either the computer unit 
(Tx)  or the console unit (Rx). 

A single, direct run of CATx cable is recommended. Using 23/24 AWG solid bare 
copper STP cabling is required to ensure reliable power transmission over long 
horizontal installations. 

 

However, when the extension distance exceeds 100 meters, the Power over Cable 
(PoC) function may become unreliable due to voltage drop. Different cable 
specifications and qualities will also affect power delivery performance. 

NOTE: For installations between 100 – 150 meters, it is recommended to apply 
power to both units to ensure stable operation. 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Limited Warranty 

IN NO EVENT SHALL THE DIRECT VENDOR'S LIABILITY FOR DIRECT OR 
INDIRECT, SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES, LOSS 
OF PROFITS, LOSS OF BUSINESS, OR FINANCIAL LOSS CAUSED BY THE 
USE OF THE PRODUCT EXCEED THE PRICE PAID FOR THE PRODUCT. 
 
The direct vendor makes no warranty or representation, expressed or implied, 
with respect to the contents or use of this documentation, and expressly 
disclaims its quality, performance, merchantability, or fitness for any particular 
purpose. 

The direct vendor also reserves the right to revise or update the product or 
documentation without obligation to notify any user of such revisions or updates. 
For further information, please contact your direct vendor. 

All brand names and registered trademarks are the property of their respective 
owners. 

 

Power over Cable Baud Rate Setting (Serial EXT.) 

S1    S2 

Sx 


