
IPXF Series – IP KVM Extenders

MODELS

“Distance Without Compromise — High-Quality KVM Extension for Demanding Environments”

❑ High-Quality 4K@30 Video – Deliver smooth, detail-rich 
video with zero visible latency up to 150m (CAT6) or 80km 
(fiber).

❑ Universal USB Extension – Supports keyboard, mouse, 
storage, and high-speed USB 2.0 peripherals for full remote 
control.

❑ Versatile Control Interfaces – Integrated audio, IR, and 
RS-232 extensions enable full system management and 
monitoring.
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IPXF Series with various Models supporting the following:

Product 
Model

Video 
Interface(s)

Maximum 
Resolution

SPK & 
MIC Ext.

Audio Embed 
/ Extract

USB
Ext.

RX
USB Ports

Serial 
Ext.

IR
Ext.

Transmission 
Medium Distance PoC

IPXF-D430-
SH150 DisplayPort 4K@30Hz

(4:4:4)

✓
(3.5mm)

✓ ✓
USB 2.0

4 USB-A
(1 Front &

3 Rear)

✓
(DB-9)

✓
(Rx→Tx,   
3.5mm)

CAT6/6a 
Copper
(RJ-45)

150m
✓

(Tx→Rx or 
Rx→Tx)

IPXF-D430-
SH550F/
SH00KF

DisplayPort 4K@30Hz
(4:4:4)

✓
(3.5mm)

✓ ✓
USB 2.0

4 USB-A
(1 Front &

3 Rear)

✓
(DB-9)

✓
(Rx→Tx,   
3.5mm)

MM/SM Fiber
(Duplex LC)

MMF: 0 - 550m
SMF: 0 - 80Km ─

IPXF-H430-
SH150 HDMI 4K@30Hz

(4:4:4)

✓
(3.5mm)

✓ ✓
USB 2.0

4 USB-A
(1 Front &

3 Rear)

✓
(DB-9)

✓
(Rx→Tx,   
3.5mm)

CAT6/6a 
Copper
(RJ-45)

150m
✓

(Tx→Rx or 
Rx→Tx)

IPXF-H430-
SH550F/
SH00KF

HDMI 4K@30Hz
(4:4:4)

✓
(3.5mm)

✓ ✓
USB 2.0

4 USB-A
(1 Front &

3 Rear)

✓
(DB-9)

✓
(Rx→Tx,   
3.5mm)

MM/SM Fiber
(Duplex LC)

MMF: 0 - 550m
SMF: 0 - 80Km ─

IPXF-H430-
DH20KF Dual HDMI Dual 4K@30Hz

(4:4:4)

✓
(3.5mm)

✓ ✓
USB 2.0

7 USB-A
(2 Front & 5 

Rear, Dual USB 
Channels)

✓
(DB-9)

✓
(Rx→Tx,   
3.5mm)

SM Fiber
(Duplex LC,

cSFP Dual BiDi )
Up to 20Km ─

IP KVM Extenders

Reliable Remote Computer Access over long-distance 
transmission (CAT or Fiber cable)
Video Support up to 4K@30Hz (4:4:4) for clear, high-quality 
display
Supports Special Aero/Marine resolution of 2048x2048@60Hz 
(4:4:4)
HDCP 1.4 Compliance for uninterrupted or secure video playback
USB 2.0 High-Speed Extension for keyboard, mouse, and other 
peripherals

IR Extension from RX to TX unit for AV source control.
Serial (RS-232) Extension with 8 selectable baud rates for 
control or automation systems
Audio Extension supporting embedded audio and audio 
extraction
Plug-and-Play Operation — no driver or software required
Cross-Platform Compatibility: Windows, macOS, Linux, 
Chrome OS
Wide Power Input Range: DC 12–48V
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