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8-Port 4K30 HDMI KVM Switch with USB KM Synchronisation, 

Push Button, Hotkey and Mouse-Switching Functionality 

Model: DKS-FH8H-U112 
 
 

PRODUCT OVERVIEW 

The 8-port USB synchronous KVM switch is a 

compact, pure hardware, plug-and-play 

solution that requires no driver or software 

installation. The DKS-FH8H-U112 is equipped with four USB-HID ports, supports resolutions 

up to 4K at 30 Hz, provides EDID auto-learning and EDID copy functions, complies with the 

HDMI 1.4 standard, and supports Windows and macOS operating systems. 

Port switching can be performed via the front-panel buttons, hotkey control, or the unique 

mouse-switching function, which allows PC switching by clicking the programmable buttons 

on the connected mouse. 

The built-in keyboard and mouse synchronisation function can simultaneously send actions 

(mouse cursor movement) and commands (keystrokes and keyboard input) to all eight 

connected identical hardware computers. This function is ideal for batch computer system 

installation, debugging, and OS recovery performed concurrently. USB KM synchronisation 

provides an efficient method for installing Windows on multiple computers at the same time. 
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KEY FEATURES 

• 8-Port 4K30 HDMI KVM Switch with 4 USB HID Peripheral Sharing 

• Provides three control methods for the unit and connected PCs: 

o Front-panel push buttons 

o Hotkey control for easy computer access 

o Mouse control mode enables switching via the programmable buttons on the 

connected mouse 

• Selectable scan time intervals 

• EDID copy and auto EDID learning functions to optimise display resolution for the 

application 

• Built-in HDCP engine enables instant port switching, ensuring uninterrupted video 

playback with no image realignment after switching 

• Plug-and-play system configuration with no software installation required 

• Supports Windows and macOS host systems 

• Mouse and Keyboard synchronisation function (Broadcast Mode): 

o The KVM switch can simultaneously send actions (mouse movements) and commands 

(keyboard input) to all eight connected identical PCs, making it ideal for multi-computer 

system installation, configuration, and OS recovery. 

 
 

CONNECTION DIAGRAM 
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PRODUCT SPECIFICATIONS 

 

Model Number  DKS-FH8H-U112 

Computer Ports (Input) HDMI x 8 (Single Display x 8 PCs) 
USB Type B x 8 

Console Ports (Output) HDMI x 1 (Single Display) 
USB HID Type A x 4 

Video Resolution (Max.) 3840 x 2160 @30Hz ( 4:4:4 ) 

Push Buttons Port Selection x 8 
Auto EDID and EDID Copy Function x 1 

HDCP Compliance HDCP 1.4 

Control Methods  Hotkey / Push Button / Hot-Mouse Key 

LED Indicator (Power / Status) Status LED x 1 
Computer Ready (Green) x 8 
Computer Selected (Red) x 8 

Hot-Mouse Key Yes (Switch via 5 Buttons Mouse) 

USB KM Synchronisation Yes 

Automatic Scan Interval 3, 8, 15, 30 seconds 

Power Supply DC 9 ~ 12V 

Operating Environment 0 ~ 40°C, Humidity < 80% 

Storage Temperature -20 ~ 60°C 

Material Metal 

H x W x D ( mm ) 44 x 436 x 180 

Weight ( g ) 2278 
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PACKAGE CONTENTS 

• 1 × 8-Port HDMI KVM Switch 

• 1 × DC Power Adapter 

• 1 × User Manual 

• 1 × Foot Pad Set 

 
 

WARRANTY 

• Standard 1-Year Limited Warranty, unless otherwise specified by Sales. 

• Optional Advance Replacement Warranty is available upon request 

 
 

ORDERING INFORMATION 

Part Number Descriptions 

DKS-FH8H-U112 8-Port 4K30 HDMI KVM Switch with USB KM Synchronisation, Push 
Button, Hotkey and Mouse-Switching Functionality 

(OPTIONAL) 

VDC-HCL20-001M Premium High Speed HDMI 2.0 Type A (Male) to Type A (Male) Cable 
with Ethernet, 4K60, 18Gbps, LSZH, 1m 

VDC-HCL20-002M Premium High Speed HDMI 2.0 Type A (Male) to Type A (Male) Cable 
with Ethernet, 4K60, 18Gbps, LSZH, 2m 

VDC-HCL20-003M Premium High-Speed HDMI 2.0 Type A (Male) to Type A (Male) Cable 
with Ethernet, 4K60, 18Gbps, LSZH, 3m 

 
 

CONTACT INFORMATION 

For more information, please visit our website or contact our customer service team: 

• Website: www.dsgio.com 

• Email: sales.apac@dsgio.com 

 
 
 
 
 
 
 
DISCLAIMER 

DSGio shall not be liable for any damages, including punitive, consequential, or cost of cover damages, 
arising from any errors in the product information or specifications provided in this document. This 
document is subject to revision by DSGio at any time without prior notice. 
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